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RUST-X REMOVABLE RUST 
PREVENTIVES

EASY APPLIED EASY REMOVED ANTI CORROSIVES
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Products

• VCI Masking Stickers  

• Peelable coatings - 1372

• Water soluble coatings - 1373

• Hard removable coatings - 1368

• Liquid Jelly coatings - 1369
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Generic RP coatings like Wax, Paint, Oils 
need washing and grinding for removal
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DRAWBACKS

• Difficult to apply 

• Changes in Dimensions

• Waxes can Create sticky coatings that attract dust

• Very Hard to Remove
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Applications

• Protection during production

• Protection during storage

• Can be applied on finished parts where threads are left for 
attachments later on

• Can be applied during painting processes

• Can be applied to avoid washing or leak testing fluids entry
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Masking Film

•
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Application Picture
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Example of VCI Surface Protection Tape
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Masking Film
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Masking Sticker with Die Cut holes
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Masking Sticker cut to shape
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Coating Water based

 Peelable Water based Coating

 Liquid that can be sprayed on metal surfaces

 Dries in 2-3 hours 

 Can be peeled off when required

 Open storage protection 1-3 years
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P e e l a b l e  c o a t i n g  b l u e

VCI 1373 – Liquid applied Solvent based
Peelable Coating
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VCI 1369 – VCI Liquid Jelly

 VCI Liquid Jelly

 Salt Spray 500 hours +

 Remains waxy after application

 Wax type gel for open long term storage

 Easy to remove after application and usage

 No VOC

 25 microns coating can be achieved

 Can be applied by roller or  brush
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VCI 1369 – VCI Jelly – (non dry thixotropic liquid)

 VCI Jelly is Liquid upon application

 Remains Liquid Like

 For open long term storage

 Survived 3 months in open test near sea 
shore in Australia.

 Can be removed with a solvent wipe, hot 
washing or by normal cloth.

 25  microns

 500 hours + of salt spray life

 Can be applied by brush

 Ideal for Gear Boxes, Engines, etc.
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VCI Jelly 1368 Hardcoat

• Forms a solid hard coating on the surface

• Very high salt spray resistance – Upto 500 
hours

• Excellent for Outdoor application

• Easily Removable with solvent cleaners or 
sprays

• Strong Adhesion & high scratch resistance
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Thanks

• For Samples

• info@rustxusa.com


